
MAARVEL PAINT
PRODUCT GUIDE



Wall Care Primer

2 in 1 Wall Primer

Packing :- 1,4,10 & 20 Ltr

Plastered Surface Dry Walls Exterior
Plastered

MCON MAARVEL – WALL CARE PRIMER is water based
primer best suitable for internal and external walls to be
painted. It offers best in class adhesion to next coat/ paint &
offers maximum coverage as well.

Weather
Protected

“ “

Good
Adhesion

Waterproofing
Properties 



Interior Emulsion

Water Based Interior
Emulsion 

New Surface Ceilings Old Painted
Surface

MCON MAARVEL – INTERIOR EMULSION gives a
beautiful & attractive matt finish to your interior walls.
It has high wash ability and stain resistance properties.
Offers your walls a smooth emulsion finish, making it
the perfect value for money paint.

Extra Smooth
Finish

“ “

Value For
Money

Waterproofing
Properties 

Packing :- 1,4,10 & 20 Ltr



Weather Guard 

100% Acrylic Based
Exterior Paint

Plastered Surface Dry Walls Exterior
Plastered

MCON MAARVEL – WEATHER GUARD is water
based acrylic exterior wall finish offers even smooth
finish which protects your walls from extreme weather
conditions. 

UV
Protection

“ “

Anti Fungal Damp ProofPacking :- 1,4,10 & 20 Ltr



Carnival Distemper

Acrylic Washable White
Distemper

Packing :- 5 , 10 & 20 Kg

Interior Walls Ceilings Old Painted
Surface

MCON MAARVEL – CARNIVAL DISTEMPER is
water based paint for Interior Walls. It is excellent
deal which gives pretty & attractive walls to your
home. It’s provides you smooth, even, featherless
matt finish for longer time as glaze lasts long.

Cost Effective

“ “

Non Chalking Multiple Shades



Elasto Coat Primer

Wall Primer For Elastomeric

Exterior Coating

Water-Resistance Excellent Adhesion Eco-Friendly

External Surface External Texture Plaster Surface

MCON MAARVEL – ELASTO COAT PRIMER is
exterior  acrylic primer specially designed for exterior
surface  to provide excellent acceptance to next coating. 
It provides good bonding to most of cementitious 
surface.

“ “

Packing :- 1,4,10 & 20 Ltr



Elasto Coat 

Exterior Elastomeric Decorative
Coating

Water-Resistance Crack Bridging 
Properties 

Anti-Carbonation
Properties

External Masonry
Surface

External Walls After Texture
Applications

MCON MAARVEL – ELASTO COAT is an exterior
acrylic  elastomeric coating offers waterproofing as
well as  aesthetics in a single pack. It prevents your
exterior walls from disfigure.
“ “

Packing :- 1,4,10 & 20 Ltr



Wall Putty

WHITE CEMENT BASED
WATERPROOF WALL PUTTY

Plywood Gypsum Board Sand Cement
Plaster

MCON WALL PUTTY is a white cement based, water resistant
wall putty ,  which requires precise quantity of water to make
a creamy paste as an inert  material for substrate. It gives better
adhesion and increases the life of paints.

No 
Chalking

“ “

Smooth &
Silky

Feather EdgePacking :- 1,5,20 & 40 Kg



Super Coat Powder

ACRYLIC BASED POWDER

PUTTY FOR INTERNAL WALLS

Plywood Gypsum Board Ceilings

MCON SUPER COAT POWDER is an acrylic polymer based
water resistant wall putty in powder form, which requires
precise quantity of water to make  putty for substrate. It can
be applied on internal and as  well as external surfaces. 

No 
Chalking

“ “

Smooth &
Silky

Feather EdgePacking :- 5 , 20 & 30 Kg



Super Tuff

POLYMER MODIFIED TEXTURE

DECORATING FOR EXTERNAL

SUBSTRATES

External Wall

MCON SUPER TUFF is a textured finish comprised of
high  quality exterior  durable acrylic modified resin
specially designed as intermediate coating.  It is convenient, 
easyto use, strong and binds better to its substrate.“ “

Tough TexturedPacking :- 30 Kg UV
Protection

Anti Fungal

Our Patterns 

Ruff Tuff 01 Ruff Tuff 02 Dholpur Parlina

Rust Look Spray Bubble Super Fine Base Coat



Crackfiller Paste

READY TO USE ACRYLIC CRACK FILLING PASTE

WITH IMPROVED BONDING & WATERPROOFING

CHARACTERISTICS

Paint Ability Flexibility Easy to apply

External Cracks Internal Cracks Hair Line Cracks

MCON CRACK FILLER PASTE is an acrylic polymer 
based white crack filler made of  acrylic emulsion 
polymer, properly selected graded fillers & additives.“ “

Packing :- 1 & 5  Kg



The Information given in this data sheet is on the both current development work and may years field experience. whilst every effort to ensure that the information is
reliable, we cannot accept responsibility for any work carried out with our material as we have no control over methods of application, site condition etc. In view of the
continuing research and development being undertaken in our laboratories we advise customers in there own interest to ensure that data sheet has not been supersede
by a more up-to-date publication. All product are sold subject to our standard condition of sale which are available on request. Field services, where provided, does not
constitute supervisory responsibility. For additional information, please contact your MCON RASAYAN'S representative.

MCON RASAYAN INDIA LTD.

REGISTER OFFICE : 101/A, Maxheal House, Bangur Nagar, Goregaon West, Mumbai - 400 104

FACTORY : Unit I - Plot No  - 801, GIDC, Sarigam, Dist. Valsad, Gujarat, India.

Unit II - Plot No. 1187, Survey No. 1656 B/1, Vansda Road, Chikhli, Gujarat, India.

CONSUMER CARE NO : 022 - 26790031/+91 89769 07887

VISIT US : www.mconrasayan.com

CORPORATE OFFICE : Gala No. 6, Bardanwala Estate, Bandivali Hill Road, Jogeshwari West, Mumbai - 400 102

EMAIL ID : info@mconrasayan.com

FOLLOW US :
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